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ANWENDUNGSGEBIET
·  Entfetten von Haftflächen
· Reinigung WIWA 11032, Werkzeuge und Utensilien

VERARBEITUNG
Beachten Sie das Sicherheitsdatenblatt. Bei der Verwendung 
ist für eine gute und ausreichende Belüftung zu sorgen.
Verarbeitungstemperatur: +5°C bis +35°C

LAGERUNG UND VERARBEITUNGSZEITRAUM
Die gut verschlossenen Gebinde sind zwischen +5 °C bis 
+25°C und nicht länger als 24 Monate zu lagern. Bitte beach-
ten Sie das auf den Gebindeetiketten angegebene Herstell- 
bzw. Endverarbeitungsdatum.

Gebindegröße:  Höhe 45 cm, Durchmesser 28 cm
Gebindegewicht:  19,5 kg
Stapelbar:  einzeln nicht stapelbar
   GEFAHRGUT! Paletten dürfen 
   nicht gestapelt werden!

ZUSAMMENSETZUNG
Gemisch aus organischen Lösungsmitteln

SEALABLE Produktdatenblatt | Tunnelling

REINIGER FÜR G 3000 PLUS

TECHNISCHE DATEN

FORM flüssig

FARBE farblos

GERUCH charakteristisch

LIEFERFORM

GEWICHT PRO GEBINDE 19,5 kg

VERPACKUNGSEINHEIT 22 Gebinde
2 x 11 Gebinde pro Palette

SICHERHEIT
Für den Umgang mit unseren Produkten beachten Sie bitte 

den Hinweis auf unseren EG-Sicherheitsdatenblättern und 

die Sicherheitshinweise auf unseren Gebindeetiketten. Ins-

besondere sind die Vorschriften der Gefahrstoffverordnung 

und die Unfallverhütungsvorschriften der Berufsgenossen-

schaften zu beachten.
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APPLICATION RANGE
· Degreasing adhesion surfaces
· Cleaning WIWA 11032, tools and utensils

PROCESSING
Notice the safety data sheet. Ensure good and sufficient 
ventilation during use.
Processing temperature: +5 °C until +35 °C

SHELF AND PROCESSING LIFE
Store the well sealed containers at +5˚C to +25˚C for no 
longer than 24 months.
Please heed the manufacturing date/use before date stated 
on the container label.

Container size: Hight 45 cm, Diameter 28 cm
Container weight: 19,5 kg
Stackable: single not stackable
  DANGEROUS GOODS! Pallets must not 
  be stacked!
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TECHNICAL DATA

FORM Fluid

COLOUR Colourless

ODOUR Characteristic

DELIVERY FORM

WEIGHT PER CONTAINER 19,5 kg

PACKAGING UNIT 22 container
2 x 11 container per pallet

SAFETY
When handling our products, please comply with the 

instructions on our EC Safety Data Sheets and the safety 

warnings on our tube labels. Special attention should be 

paid to the requirements of the Ordinance on Hazardous 

Substances and the accident prevention regulations issued 

by the Employer’s Liability Insurance Association.

COMPOSITION
Blend of organic substances
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CLEANER FOR G 3000 PLUS

Contact Application Engineer
Mark Fischer
Mobil +49 151 1464 8844
mark.fischer@seal-able.com


